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Pushbutton Switch (Cylindrical 16-dia.), Non-lighted, Rectangular 2-way guard, Black, Momentary, DPDT, Solder terminal, IP66
Oil-resistant type
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Pushbutton Switch

Cylindrical type (16 mm dia.)

Non-lighted

Rectangular 2-way guard

Black

Momentary

General load/Micro load

1mAat5VvDC

DPDT

Resistive load: 5 A at 125 VAC/3 A at 250 VAC

Resistive load: 3 A at 30 VDC

Conditions: No vibration and no shock,
Temperature 202 °C, Operating frequency 20
operations/min

Quick connect terminal (#110/t=0.5) / Solder
terminal

Electrical: Max. 20 operations / 1 minute
Mechanical: Max. 120 operations / 1 minute

100 MQ min. (at 500 VDC)

Between each terminal of the same polarities:
1000 VAC 50/60 Hz 1 min

Between each terminal of the different polarities:
2000 VAC 50/60 Hz 1 min

Between each terminaland ground: 2000 VAC
50/60 Hz 1 min

Malfunction: 10 to 55 Hz, 1.5 mm double
amplitude (malfunction: 1 ms max.)

Destruction: 500 m/s” max.
Malfunction: 150 m/s” max. (malfunction time is 1
ms max.)

Operating: -10 to 55 °C (with no freezing or
condensation)

Storage: -25 to 65 °C (with no freezing or
condensation)

Operating: 35to 85 %

IP66 oil-resistant type
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Class Il

175

3 (IEC60947-5-1)

Operating characteristics

4.91 N max.

0.29 N min.

2.5 mm max.

Approx. 3 mm
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Mounting hole dimensions

Rectangular A160-[J/M161 - W

(Top View)

24 min

1.2 P  —
16s ey mm.H\
.I.

Mote:* Make sure the thickness of the mounting panel is between 0.5 and 3.2
mm. If, however, a Switch Guard or Dust Cover is used, the thickness
of the mounting panel must be between 0.5 and 2 mm.
+ |f the panel is to be finished with coating, etc., make sure that the panel
meets the specified dimensions after coating.
* Figures in parentheses are for Screw-less Clamp Connectors.

vw.fa.omron.co.jp/product/item/A165-JBM-2/en/

TBE¥REHT 1 2025/03/17

06


https://www.fa.omron.co.jp/product/item/A165-JBM-2/en/

R 24y F(0#) (BRI - FERYE) (FLAZ916)

A165-JBM-2 https://www.fa.omron.co.jp/product/item/A165-JBM-2/en/
Applicable load diagram SRR : 2025/03/17
=
&
ﬁ 0.15 mA
= 30
24
Microload area
12
Invalid
dred
5
1 mA
0
0.1 1 10 100 1,000

Current {mA)


https://www.fa.omron.co.jp/product/item/A165-JBM-2/en/

RG> 21y F (DB (BB - FERRYE) (LA 0 16)
A165-JBM-2 https://www.fa.omron.co.jp/product/item/A165-JBM-2/en/

ROHS/REACHXT ISR 5T B 2025/11/05

EU RoHS

@ A AovO—RIECES

F[E RoHS

A APIFEBOLEN SNICEM TH > Th, MBEES CARWSmNEET 2RREENHD 9,
FEAMMUERERIS. BB L EREEASBVEDE T L,

C DEBDROHS/REACHIT IHMI R — DA\ >

08


https://www.fa.omron.co.jp/product/item/A165-JBM-2/en/
https://www.fa.omron.co.jp/product/rohs/search?keyword=A165-JBM-2
https://www.fa.omron.co.jp/product/rohs/search?keyword=A165-JBM-2

FRZ Y A F (DB (BRI - FERRIL) (FLARFE 0 16)
A165-JBM-2 https://www.fa.omron.co.jp/product/item/A165-JBM-2/en/

AEEE - A

PHEAEAS TEHENSIBMTH > Th. MBEES TRNGRNELT 2TEENHD £,
FEERNIVELEIE. BHEEAFID L IIRFEEASHLEHE <IET L,

X1 IO

- @ EEA SEUROHSIES (10¥78) DIFEHEICHIG L IcE@AMRHEAIRELER T,

© WISTFE JEUROHSIEED (10M)E) DOIFEBISHIGLIEEHRICTIDEZ S FEDHEE@MT I

C BTFERL JEUROHSHED (108) DIFBEISENISOBMT. Nbme H T FEIEH D £ Ao
- BE - HESRT DEURoHSIET (10M)E) DIFEB DMK Z BHE & 72l dEEPOER T,

- JFEZEm DAY AR CEIEYT. EEYERECBEROBVEMR T,

HAFTRDEBICE D, FFEBEMWRE LTV, BEMCHBLIEGER VL EBITEFI S DO T,

* EURoHSHES (10

2\ (Pb) 1000 h ~o iy A A (Cr(VI)) 1000ppm LT
) B4t ppmIL . RUER PBDE) 1000ppm2A Ty
L) (DEHP)(3%% @ D L2 )L (BBP) 1000ppmEL
&)1 MU 7 &)

JLEE> T F )L (DBP) 1(
{BL. ROHSIED TR

JENBETXTILED

X2 WISTER

BRABOTDBEZRRRICED. FEADFERT S OB EJ,

XIFESHAARESL Y O—R

TEOFEEAAEZH IV VO—R T2 N TEEI.
- EUROHS1ES (10%8) DIFEHEHE
- 4B DIFSHARE (HEE)

XAGPABIRITHRR CHESEEZAREIT 20D T, BEICHE> GFEBZABRT DTS D £ A
F7o. ROHSIER D 7 ZILBET X T I)LEAME DML TR, WG T & TOMBIFRFREICATIEMmIRET 5 C & S mERIC
WIinHZsEH L TED & L
BICHHIC TN @ADEBENEZT T L TLS ZEh 5. RO EHBVRD . 2022F1812BLDEIEL TED £,

09


https://www.fa.omron.co.jp/product/item/A165-JBM-2/en/

RG> 21y F (DB (BB - FERRYE) (LA 0 16)
A165-JBM-2 https://www.fa.omron.co.jp/product/item/A165-JBM-2/en/

FRASER AL/ SR

C DRMOMRIEERA/BERITR—I A >
ZOMDELEEICESDR—UH 5 TRRTEE WV >

202511858 11:22387F ©OMRON Corporation 2025 All Rights Reserved.
https://www.fa.omron.co.jp/product/item/A165-JBM-2/en/ PO G EERABEEEBR TS EABHDFTTDTI FALIZTL


https://www.fa.omron.co.jp/product/item/A165-JBM-2/en/
https://www.fa.omron.co.jp/product/certification/search/?idKey=3&keyword=A165-JBM-2&fullNameFlag=true
https://www.fa.omron.co.jp/product/certification/search/?idKey=12&keyword=A165-JBM-2&fullNameFlag=true
https://www.fa.omron.co.jp/product/certification/search/certification/?keyword=A165-JBM-2
https://www.fa.omron.co.jp/product/certification/
https://www.fa.omron.co.jp/product/item/A165-JBM-2/en/
http://www.tcpdf.org

