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Selector Switche (30-dia.), Non-lighted, 3-position, Brushed metal bezel, Automatic reset on left and right, Operation unit color:
Green (Opaque), IP66, Push-In Plus Terminal Block, Contacts: NC/NO/-
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Knob-type selector switch

Cylindrical type (30 mm dia.)

Non-lighted

3 notches

Knob type

Green

Opacity

Automatic reset on left and right

Metal

6 mAat5VDC

Unit position 1: NC
Unit position 2: NO

SPST-NO+SPST-NC

10A

Resistive load (AC-12): 10 A at 24 VAC/10 Aat 120
VAC/6 A at 240 VAC/2 A at 380 VAC/2 A at 440 VAC
Inductive load (AC-15): 10 A at 24 VAC/6 A at 120
VAC/3 Aat 240 VAC/1.9 A at 380 VAC/1.6 A at 440
VAC

Resistive load (DC-12): 8 Aat 24 VDC/2.2 Aat 120
VDC/1.1 Aat240VDC

Inductive load (DC-13): 4 Aat 24 VDC/1.1 Aat 120
VDC/0.55 A at 240 VDC

Conditions: Temperature 202 °C, Ambient
humidity 6535% RH, Operating frequency 30
operations/min

Push-In Plus Terminal Block

Electrical: Max. 30 operations / 1 minute
Mechanical: Max. 30 operations / 1 minute

100 MQ min. (at 500 VDC)

Between each terminal of the same polarities:
2500 VAC 50/60 Hz 1 min

Between each terminaland ground: 2500 VAC
50/60 Hz 1 min

(Initial value)

10to 55 Hz, 1.5 mm double amplitude
(malfunction within 1 ms)
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Operating characteristics

Malfunction: 1000 m/s” max. (malfunction within
1ms)

Operating: -25to 70 °C (with no freezing or
condensation)
Storage: -40to 80 °C

Operating: 35t0 85 %

Front panele: IP66

Class I

175

3 (EN60947-5-1)

Approx. 60 g

0.6 N.m max.

Approx. 45°
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Panel Hole Dimensions

I.—— Dimension B —.1

N I

s e

305" dia.

Dimansion A
/_ . \ Acceptable panel thickness is between 0.8 and 7 mm.
/ \
— -+ —]
't\ /
Dimension A Dimension B
Number of Nursber of Minimum Operation Unit shape Dimension B
: 3 2 allowable pitch -
Wire type linked wires per DatainaA Mushroom 40 mm min.
Contact Blocks terminal :
(mm) or larger Other than the above 35 mm min.
Leads
(stranded wire / 1 1 &0
solid wire)
Bare crimp terminals 1 1 50
Grimp terminals
with insulating 1 1 60
sheathes

MNote: The minimum mounting pitch is based on three Contact Blocks
in stage 1 with one wire attached to each terminal.
If the Mounting Callar lock levers all face the same direction at
the minimum mounting pitch, be sure to note the order the
mounting collars are attached to the Operation Unit.
If you attach two wires or link Units, determine the mounting
pitch based on the dimensions diagrams and ease of operation
and wiring.

06


https://www.fa.omron.co.jp/product/item/A30NS-3MB-NGA-P210-NN/en/

TLIORIA Y F
A30NS-3MB-NGA-P210-NN https://www.fa.omron.co.jp/product/item/A30NS-3MB-NGA-P210-NN/en/

ROHS/REACHXT ISR 5T BB 2025/10/23

EU RoHS

@ A AovO—RIECES

F[E RoHS

A ACIFEEOLES SNERTH > Th, FBEESECRMSENETE T 20IEENH D £,
CFEEEOIWELBIE. B EZRAFTD L IFBRFEEABSBULEDE CIET L,

C DEFEDROHS/REACHT GRS R— DA >

o7


https://www.fa.omron.co.jp/product/item/A30NS-3MB-NGA-P210-NN/en/
https://www.fa.omron.co.jp/product/rohs/search?keyword=A30NS-3MB-NGA-P210-NN
https://www.fa.omron.co.jp/product/rohs/search?keyword=A30NS-3MB-NGA-P210-NN

CLORIA YT
A30NS-3MB-NGA-P210-NN https://www.fa.omron.co.jp/product/item/A30NS-3MB-NGA-P210-NN/en/

AEEE - A

PHEAEAS TEHENSIBMTH > Th. MBEES TRNGRNELT 2TEENHD £,
FEERNIVELEIE. BHEEAFID L IIRFEEASHLEHE <IET L,

X1 IO

- @ EEA SEUROHSIES (10¥78) DIFEHEICHIG L IcE@AMRHEAIRELER T,

© WISTFE JEUROHSIEED (10M)E) DOIFEBISHIGLIEEHRICTIDEZ S FEDHEE@MT I

C BTFERL JEUROHSHED (108) DIFBEISENISOBMT. Nbme H T FEIEH D £ Ao
- BE - HESRT DEURoHSIET (10M)E) DIFEB DMK Z BHE & 72l dEEPOER T,

- JFEZEm DAY AR CEIEYT. EEYERECBEROBVEMR T,

HAFTRDEBICE D, FFEBEMWRE LTV, BEMCHBLIEGER VL EBITEFI S DO T,

* EU RoHS#E% (10

2\ (Pb) 1000 h ~o iy A A (Cr(VI)) 1000ppm LT
) B4t ppmIL . RUER PBDE) 1000ppm2A Ty
L) (DEHP)(3%% @ D L2 )L (BBP) 1000ppmEL
&)1 MU 7 &)

JLEE> T F )L (DBP) 1(
{BL. ROHSIED TR

JENBETXTILED

X2 WISTER

BRABOTDBEZRRRICED. FEADFERT S OB EJ,

XIFESHAARESL Y O—R

TEOFEEAAEZH IV VO—R T2 N TEEI.
- EUROHS1ES (10%8) DIFEHEHE
- 4B DIFSHARE (HEE)

XAGPABIRITHRR CHESEEZAREIT 20D T, BEICHE> GFEBZABRT DTS D £ A
F7o. ROHSIER D 7 ZILBET X T I)LEAME DML TR, WG T & TOMBIFRFREICATIEMmIRET 5 C & S mERIC
WIinHZsEH L TED & L
BICHHIC TN @ADEBENEZT T L TLS ZEh 5. RO EHBVRD . 2022F1812BLDEIEL TED £,

08


https://www.fa.omron.co.jp/product/item/A30NS-3MB-NGA-P210-NN/en/

CLIORAA YT
A30NS-3MB-NGA-P210-NN https://www.fa.omron.co.jp/product/item/A30NS-3MB-NGA-P210-NN/en/

AR ERAL/ B SR

A30NS-3MB-NGA-P210-NNIC DWW T DIRESTAL/BERIIC DOV TR [HhRAEZT—FR—- b 2L
BEREHKE] SEHEST LA VEES
FIEIRFEEICBEVEDE T L,

20255108311 13417 ©OMRON Corporation 2025 All Rights Reserved.
https://www.fa.omron.co.jp/product/item/A30NS-3MB-NGA-P210-NN/en/ EMD R ARREAEEET SN HDEFITDTITTAELLEIL

09


https://www.fa.omron.co.jp/product/item/A30NS-3MB-NGA-P210-NN/en/
https://www.fa.omron.co.jp/product/item/A30NS-3MB-NGA-P210-NN/en/
http://www.tcpdf.org

