OMRON

INED) =W b RA1 T

D4C-1631




INEUZY R RAYF
D4C-1631 https://www.fa.omron.co.jp/product/item/D4C-1631/en/

E ey 2=

Enclosed Switch, Sealed pin plunger, 5 A at 250 VAC/ 4 A at 30 VDC, SJT(O) cable, 3 m

=\ P2
E&E /Ij( /E 2025/12/12 00:00 &R B
fiss
TEE LR
¥ 6,050

WRERBROBFIBERICOIEL TE. HHWebT 1 ~(www.fa.omron.cojp)d TEERT R/MRERER) £ BTV,
R /ZEMEORHBERICOT F LTS HEWebt 1+ (www.fa.omron.cojp)® THEEERT/AZAEME B & CB LS L,

02


https://www.fa.omron.co.jp/product/item/D4C-1631/en/
https://www.fa.omron.co.jp
https://www.fa.omron.co.jp

INEUZY b RA T

D4C-1631 https://www.fa.omron.co.jp/product/item/D4C-1631/en/
= I

S S IR

Ratings / Performance BB © 2005/09/04

General-purpose Limit switches

Sealed pin plunger 10 dia.
Stainless steel plunger

5Aat 250 VAC/ 4 Aat 30 VDC

50/60 Hz

SPDT

General load

Resistive load: 5 A at 125 VAC/5 A at 250 VAC
Lamp load (NC): 1.5 A at 125 VAC/1 A at 250 VAC
Lamp load (NO): 7 A at 125 VAC/0.5 A at 250 VAC
Inductive load: 3 A at 125 VAC/2 A at 250 VAC
Motor load (NC): 2.5 A at 125 VAC/1.5 A at 250 VAC
Motor load (NO): 1.3 A at 125 VAC/0.8 A at 250 VAC

Resistive load: 5A at 8 VDC/5 A at 14 VDC/4 A at 30 VDC/0.4 A at 125VDC/0.2 A
at 250 VDC

Lamp load: 2Aat8VDC/2 Aat 14 VDC/2 A at 30 VDC/0.05 A at 125 VDC/0.03 A
at 250 VDC

Inductive load (NC): 5 A at 8 VDC/4 A at 14 VDC/3 A at 30 VDC/0.4 A at 125
VDC/0.2 A at 250 VDC

Inductive load (NO): 4 Aat 8 VDC/4 Aat 14 VDC/3 A at 30 VDC/0.4 A at 125
VDC/0.2 A at 250 VDC

Motor load: 3A at 8 VDC/3 A at 14 VDC/3 A at 30 VDC/0.05 A at 125 VDC/0.03 A
at 250 vVDC

NC: 20 A max.
NO: 10 A max.

With earth wire

SJT(O) cable approved by UL and CSA, 4 cores, 3m
Nominal sectional area: 0.83 mm?
Diameter: 8.6 dia.

Operating: -10 to 70 °C (with no icing)

35t095%

0.1 mm/sto0.5m/s

Electrical: 30 operations / 1 minute max.
Mechanical: 120 operations / 1 minute max.

300 mQ max.

100 MQ min. (at 500 VDC)
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Between each terminal of the same polarities: 1,000 VAC 50/60 Hz 1 min
Between live-metallic part and ground: 1,500 VAC 50/60 Hz 1 min
Between each terminal and non-live-metallic part: 1,500 VAC 50/60 Hz 1 min

Between live-metallic part and ground: 2.5 kV
Between each terminal and non-live-metallic part: 2.5 kv

Electrical: 200,000 operations min. (5 A at 125 VAC)
Mechanical: 10 million operations min.

Malfunction: 10 to 55 Hz, 1.5 mm double amplitude

Destruction: 1,000 m/s” max.
Malfunction: 500 m/s” max.

P67

Class | (with earth wire)

Standard value 17.65 N max.

Standard value 4.41 N min.

Standard value 1.8 mm max.

Standard value 0.2 mm max.

Standard value 3 mm min.

Standard value 24.9+1 mm

Reference value 5 mm
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Dimensions BEHRERT 1 2025/09/04

Sealed Plunger

D4C-131
10 dia. siainless
stes| plunger
Rubber cap
o 40 max. Twa, 5.1 32 dia.
- 200, 1 holes ]G =
2 i Spot facing
r::‘v 10,2 dis. Depih: & |
OF ) | 10
7N 7 (e e
'x‘:r,-f e o 8 ||
459 max. .[
. = 2]2. .

I.;]l.n'_

2 1.4 1.5

VWCTF cable, WCTF oil-resistant cable: 0075 mm®, 4 conductor, Finishing O.0. 7.6 dia.
SJT(D) cable: 0.83 mm®, 4 conductor, Finishing 0.0, 8.6 dia.

Mounting hole dimensions

Two, 5.2-dia. or M5 screw holes

25i0.1j
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Circuits configuration SHEH ¢ 2025/09/04

Without Operation Indicator
(black)COM —t N (red) i
2

NO *1

E

*1. NO (white): VCTF oil-resistant cable or VCTF cable.
NO (blue): 5JT (O) cable approved by UL and CSA.
*2. E (yellow/green): VCTF oil-resistant cable.

E (green): VCTF cable or SJT (O) cable approved by UL and CSA.
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Characteristic chart VRS | 2025/09/04
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