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E ey

Photoelectric Sensor, AC/DC power-free type, Through-beam, Infrared light, Sensing distance: 40 m, Relay output, Pre-wired, 2
m, with Mounting Bracket
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Square type

Through-beam type

40m

Opaque: 17 mm dia. min.

Emitter: 3° min.
Receiver: 3° min.

Infrared LED (850 nm)

24 t0 240 VACE10% 50/60 Hz
2410 240 VDC=£10% ripple (p-p) 10% max.

Emitter and Receiver: 3 W max.

Relay output (SPDT)
250 VAC 3 A (cosd= 1) max.
5VDC 10 mA min.

Electrical: 100 thousand times or more (switching frequency 1800
times/hour)
Mechanical: 50 million times or more (switching frequency 18000 times/hour)

Light-ON/Dark-ON selectable

20 ms max.

Single-turn adjustment (Receiver only)

Incandescent lamp: 3,000 Ix
Sunlight: 11,000 [x

-25t0 55 °C (with no freezing or condensation)

-40to 70 °C (with no freezing or condensation)

3510 85 % (with no condensation)

35 t0 95 % (with no condensation)

20 MQ min. (500 VDC megger)

1500 VAC 50/60 Hz 1 min

Destruction: 10 to 55 Hz, 1.5 mm double amplitude each in X, Y, and Z
directions for2 h
Malfunction: 10 to 55 Hz, 1.5 mm double amplitude each in X, Y, and Z
directions for 2 h

Destruction: 500 m/s’ 3 times each in X, Y and Z directions
Malfunction: 100 m/s” 3 times each in X, Y and Z directions
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IEC: IP64

Pre-wired models (Cable length 2 m)

Operation indicator (orange), Stability indicator (green), Power indicator
(green)

Package: Approx. 350 g

Instruction manual, Mounting bracket

Case: ABS

Lens: Methacrylate resin
Display: Methacrylate resin
Adjustment: POM

Cable: Polyvinyl chloride (PVC)
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Dimensions EERET 1 2025/11/10
<Emitter> N Power Indicator (green)
E3JK-TO1C-L
18— E0 —-1
=" 1.3
AT—
8 ¥
Optical axis
4.8
40 50
147
E Two, 4 5-dia. M4
LA 202 mounting holes 5}
| Recommendad 3 .

E T 08N =il W ! B-dia. vinyl-insulated round cable

[1‘3"2':':?':'1 ma:-c]m 5 {Conductor cross section: 0.3 mm?, Insulator
; : =~ 40 - diameter: 1.5 mm), Standard length: 2 m,
128 Bending radius: F18
<Receiver> Operation Indicator [orangs) Stability Indicator (graen)
E3JK-TC1-D /
Sensitivity adjuster Operation selactor
18— 50
2
—— g
]
Optical axis
4.8
gy ’).:/ 40 5O
14.7 1 ;
Two, 4. 5-dia. M4
i 3
a0z maounting holes 5
| Recommendsd = A 6-dia. vinyk-insulated round cable
Torque: 0.8 N-m 5 {Conductor cross section: 0.3 mm?, Insulator
{1.2 N-m max._) 40 diamater: 1.5 mmj), Standard length: 2 m,
12.8

Bending radius: R18
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E3JK-TR11-L
E3JK-TR12-L
E3JK-TR13-L
E3JK-TR14-L

Power prd Erownfl\
I ::g?:l}j:)or : 24 to 240 VAC
Phatoelactric 24 to 240 VDC
=y ERA

Circuit

]
]
Blue A

Note: Connect the brown cable to any polarity and the blue cable
to the power supply because there is no polarity on the Emitter side.

E3JK-TR11-D
E3JK-TR12-D
E3JK-TR13-D
E3JK-TR14-D
- Operafion Indic;to-r
(orange) Brown
1 Stabilty 2 2 ¢
' ":;fé‘fr‘f;“ | 2410240 VAC
Phoioalecic I 24 to 240 VDC
Circuit
! i
o Blua 1
W
White
|—( )— Te
[ j: Black Contact output (SPDT),
I o —{(+—Ta 250VAC, 3 A max.,
Gra 5VDC, 10 mA min.
- - O—

*For the Through-beam Sensor, the Emitter is listed as E3JK-TTI11-L, E3JK-TCO12-L
and the Receiver is listed as E3JK-TJ11-D, E3JK-TC12-D in the table.
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Timing chart
Light-ON Dark-ON
Incident light Incident light
No incident light —-— No incident light —-—
Operation Indicator ~ ON Operation Indicator UN-_-
(orange) DFF—-— (orange) OFF
Relay Operate - Relay Operate -_-
Reset Heset
Conducting Conducting
Output Te-Te _ - Output Te-Ta - I |
e xabs aHl:ito:lrdu:lng i Not conducing
0 TeTh Eurﬂucling-_- o - Tb(:undmtlng
UtpUt Te-Tby contucing N rdu:ing—-—
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Parallel operating range

E3JK-TL11/TL 13

Parallel distance (m)

2.5

20l

15

1.0

0.5

0

—0.5

-1.0

-1.5

https://www.fa.omron.co.jp/product/item/E3JK-TR13-C_2M/en/

TBE¥REHT © 2025/11/10

|
w3 JK-TO11

=== E3JK-TO13 PP L) L
- ]
™ -
'f' i\'t
ii- _/,- \‘t
P \“
#" *
* L ]
=
7
L] F
- #
‘Jk\‘//"
I'-.. "* l‘-'
'lllr ] ™ ""
= .'--h-'l‘"
+-
0 20 40 60 80 100

Sensing distance (m)

09


https://www.fa.omron.co.jp/product/item/E3JK-TR13-C_2M/en/

AC/DCERT ) =5+ T HEL VT
E3JK-TR13-C2M https://www.fa.omron.co.jp/product/item/E3JK-TR13-C_2M/en/

Setting distance

Excess gain ratio vs. setting distance

TBHEERT 1 2025/11/10
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